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STREET LIGHTING SERVICE  *
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" GROUND TERMINAL ON POLE-

FRASERWOOD ROAD

APPROX. SL
LOCATION

T

APPROX. SL
LOCATION
XX
REGISTERED
tor | 28 tor| 27
PART 16 PART 13 PART 12 PART 9
PLAN

—— CONSTRUCTION LIMIT

A
T
~
5 @
)
D BLOCK 21
6 Y Hesperus Block
[
Q- y
(28) 7 0
L]
T !
[
| 7
|
BRACKET | RISE
SIZE (m) | (m)
1.8 0.9 @
2.4 1.2 — APPROVED LUMINAIRE 16
T
ELLIPTICAL
BRACKET RECEPTACLE FOR
ing PHOTO CONTROL 15
/ ( 1.3m /47
BAND 4'— 3 1/4"
| 114 41727
A\ 1
NAMEPLATE HOLE FOR —— 228 (9") 13
16mm (5/8")
RECESSED HANDHOLE BOLT X i —TOP BOLT HOLE . . . . : : .
89x267 (I.D.) AT 114 (4 1/27) MUST BE KEY HOLE
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(@ 07 / 2. COPPER GROUND WIRE AT
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GEOTECHNICAL REPORT.
3. ACTIVELY GROWING No. 1 NURSERY SOD TO BE LAD ON 150mm OF TOPSOIL, PROPERLY Tho Cty Al Toros DEPARTMENT
GRADED AND ROLLED. CITY OF VAUGHAN ENGINEERING STANDARD
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KEY MAP

POWERSTREAM LEGEND

HYDRO TRANSFORMER
EXISTING HYDRO TRANSFORMER

O M

ROAD CROSSING

100mm PVC TYPE Il DUCT FOR PRIMARY CABLE
75mm PVC TYPE Il DUCT FOR SECONDARY CABLE

® o H

50mm PVC TYPE Il DUCT FOR STREET LIGHT CABLE

STREFTLIGHTING LEGEND

CITY OF VAUGHAN STANDARD STREETLIGHT ASSEMBLY

POLE: 9.9m ROUND CONCRETE POLE.

FIXTURE: 73W (UNLESS OTHERWISE NOTED), 3000K, 120V, LED
- COBRA C/W 7—PIN NEMA COMPATIBLE PHOTOCELL RECEPTACLE

BY AMERICAN ELECTRIC LIGHTING (OR APPROVED ALTERNATIVE)

PER PHOTOMETRIC ATBO_20BLEDE10_XXXXX_R2.IES

ARM: 2.4m TAPERED ELLIPTICAL ARM

NOTE: ABOVE STREETLIGHT ASSEMBLY IS IN COMPLETE

ACCORDANCE WITH THE CITY OF VAUGHAN'S LATEST STANDARDS

& SPECIFICATIONS. ALL MATERIALS ARE C.S.A. APPROVED.

XX EXISTING STREETLIGHT ASSEMBLY.
PB STREETLIGHTING POLE BREAKER BY EATON CUTLER HAMMER.

PROPOSED STREETLIGHT FEED CABLE: 2—#6Cu. RWU IN
50mm PVC CONDUIT.

PROPOSED STREETLIGHT CABLE: 2—#6Cu. RWU + 1—#6Cu. RWU
_______ JACKETED GRD. (GREEN) IN 50mm PVC CONDUIT.

MUNICIPAL ADDRESS NUMBER

STREETLIGHTING NOTES

1) ALL STREETLIGHT POLES TO BE LOCATED AS DIMENSIONED

2) STREETLIGHT DISCONNECTS AS PER THE E.S.A. ARE INSTALLED
USING THE IN—POLE BREAKER BY EATON CUTLER HAMMER.

3) ALL STREETLIGHT CABLES SHALL BE INSTALLED IN 2" PVC
CONDUIT. EACH CABLE SHALL HAVE A DEDICATED 2" CONDUIT.

R3 | AS CONSngf;_ﬁDz.gI CONELCO | 5017.12.07 K.V.L.

R2 | REVISED PER CITY LED STDS | 2017.05.23 T.J.G.

R1 REVISED PER LATEST CIVILS | 2017.01.02 T.J.G.

NO. REVISION DATE MADE BY | CHECKED BY
REVISIONS

APPROVED AS TO FORM IN RELIANCE UPON THE PROFESSIONAL SKILL
AND ABILITY OF RTG SYSTEMS INC., CONSULTING ENGINEERS,
AS TO DESIGN AND SPECIFICATIONS, FOR PHASE 1 ONLY.

ANDREW D. PEARCE OCT. 17, 2017

DIRECTOR OF
DEVELOPMENT ENGINEERING & INFRASTRUCTURE
PLANNING SERVICES

"%VAUGHAN

RTG SysTEMS INC.

ELECTRICAL CONSULTING ENGINEERS

3518 Mainway Dr., Suite 201 Office: (905) 335-4470
BURLINGTON ON L7M 1A8 Toronto: (905) 827-7887
E-MAIL: general@rtgsystems.com

CITY OF VAUGHAN

CACHET SUMMERHILL
DEVELOPMENT
MUNICIPAL STREELIGHTING SYSTEM

65M—4583 CITY FILE: 19T—-15V003
DESIGNED BY: 1,4 P.S.l. FILE: DWG. NO.
04283-00
DRAWN BY: KC.M WORK ORDER: ‘l_
DWG. NO. |
CHECKED BY: AREA:
DATE: — SCALE: . SL—1 v






